
INSTALLATION: UP TO 21 TUNERSBAR/RESTAURANT SYSTEM: RECEIVER BEHIND EVERY TV
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TO INTERNET

SPLITTERS CAN BE PLACED 
NEAR TVS TO MAKE 

WIRING  EASIER. TVS 
CAN BE CONTROLLED

USING DIRECTV’S 
FREE IPAD APP.

LINES FROM DISH

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

Receiver
behind TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

DIRECTV

RECEIVER
BEHIND TV

SIGNAL
TO IRD


POWER
TO SWM


Stand-Alone SWM Module Only
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